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Номер в каталоге : AD7453


Function  : Pseudo Differential, 555 kSPS 12-Bit ADC in an 8-Lead SOT-23


Производитель : Analog Devices

цоколевка :















Описание : 

GENERAL DESCRIPTION

The AD7453 is a 12-bit,highspeed,low power,successive approximation (SAR)analog-to-digital converter that features a pseudo differential analog input.This partoperates from a single 2.7 V to5.25 V power supply and featuresthroughput rates upto555 kSPS.  

The part contains alow noise, wide bandwidth,differential track-and-hold amplifier(T/H) that can handle input frequencies upto3.5 MHz.The reference voltage for the AD7453 is applied externally to the VREF pin and can range from 100 mV to VDD,depending onthe power supply and whatsuits the application.

FEATURES

Specified for VDDof 2.7 V to 5.25 V

Low power at max throughput rate:

3.3 mW maxat 555 kSPSwith VDD= 3V

7.25 mWmax at555 kSPS withVDD= 5V

Pseudo differential analog input

Wide input bandwidth:

70 dB SINAD at100 kHzinput frequency

Flexible power/serial clock speed management

Nopipeline delays

High speed serial interface:

SPI®/QSPI™/MICROWIRE™/DSP compatible

Power-down mode: 1 µA max

8-leadSOT-23 package

APPLICATIONS

Transducer interface

Battery-powered systems

Data acquisition systems

Portable instrumentation

VDD= 2.7 V to 5.25 V, fSCLK = 10 MHz, fS= 555 kSPS, VREF= 2.5 V, FIN= 100 kHz, TA= TMINto TMAX, unless otherwise noted
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Другие с той же файл данные :

AD7453,AD7453ART-REEL7,AD7453BRT-R2,AD7453BRT-REEL7,EVAL-AD7453CB
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		Популярные статьи
			K3878 PDF — 900 В, 9 А, N-канальный МОП-транзистор

P55NF06 — N-канальный 60В — силовой МОП-транзистор

D13009K — 400V, 12A, NPN Power transistor

F4558 Data Sheet — Двойной операционный усилитель

YX8115 — Светодиодный драйвер с одной батареей 1,5 В

40N03P — 30 В, 40 А, силовой МОП-транзистор
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